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 Basins

Champion Grinder Pumps Features & Benefits

• Heads up to 133’ TDH
• Flows up to 44 GPM

Grinder Pum
ps

2 HP

Champion Pumps

Model HP Voltage Phase Amps Cord Length Requires Panel List Price

CPG(H)2023DS 2 208/230 1 15 30’ No $1,686

CPG(H)2023DSL 2 208/230 1 15 30’ Yes $1,686

CPG(H)2093DSL 2 208 3 11 30’ Yes $1,686

CPG(H)2033DSL 2 230 3 9 30’ Yes $1,686

CPG(H)2043DSL 2 460 3 4.5 30’ Yes $1,686

Performance

• Constant bearing lubrication
• Maximum motor cooling
• Runs cooler and lasts longer
• Internal overload protection
• Quiet operation
• Fasteners and shaft made from rugged, corrosion resistant stainless steel

Motor

• Non-clog style, cast-iron vortex impeller
• Designed to generate higher heads and reduce clogging by foreign materials
• 440 SST (56-60 Rockwell)
• 24,000 cuts per second and 1.5 million cuts a minute

Impeller & Cutter
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Standard Head

High Head

CPG (H) 20 2 3 DS L

HORSE POWER
2.0 - Grinder

VOLTAGE
2 - 208/230 VAC 1-Phase Motor
9 - 208 VAC 3-Phase Motor
3 - 230 VAC 3-Phase Motor
4 - 480 VAC 3-Phase Motor

HEAD
(Blank) - Standard Head
H - High Head

PUMP SEALS
DS - Dual Seals

START COMPONENTS
(Blank) - Internal Start Components
E - External Start Components

CORD LENGTH
3 - 30 Foot Cord


